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Clonezilla - Opensource Clone Sustem (0CS) | Mode: restoredisk
Imagefile fir Wiederherstellung auswdhlen:

<Abbrechen>

Partclone
Partclone v0.3.17 http://partclone.org
Starting to check image (-)

Calculating bitmap... Please wait...
done!

File sustem: EXTFS

Device size: 52.4 GB = 12800000 Blocks
Space in use: 39.3 GB = 9601507 Blocks
Free Space: 13.1 GB = 3198493 Blocks
Block size: 4096 Bute

Elapsed: 00:21:07 Remaining: 00:09:13 Rate: 1.30GB/min
Current Block: 9023976 Total Block: 12800000

Data Block Process:
69.59%

Total Block Process:
70.50%




route66

root@BM2LTS-KDD:~# route66

BM2LTS-Route 66 Konfiguration
Der VDR wird dazu gestoppt.

ME < vein >

BM2LTS-Route 66 Konfiguration
Aktion auswihlen

A Schritt 1 Vorbereit: des Systems

C Schritt 3 VDR Headless Server wachlen
D Schritt 4 Weitere Einstellungen vornehmen

BM2LTS-Route 66 Konfiguration
Schritt 2 Hardwarekonfiguration waehlen

- vdr-2.6.3 mit KODI Octopus-Net einrichten
- vdr-2.6.3 native & Octopus-Net einrichten
= vdr-2.6.3 mit KODI MCLI einrichten

~ vdr-2.6.3 native & Client einrichten




BM2LTS-Route 66 Konfiguration
Bestdtigen Sie Ihre Auswahl:
S5 BM2LTS NUC - vdr-2.6.3
native & MCLI einrichten

BWE < vein >

BM2LTS-Route 66 Konfiguration
Der VDR wird jetzt neu
gestartet !
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